CRT REJUVENATORS

TA-903B

The TA-903B has been designed to analyse and rejuvenate the
cathode ray tubes (CRT) of colour and black and white television sets
and monitors.

The user can detect and depending upon circumstances repair the
leakage or short circuits, simultaneously measure the current of the
RGB cathodes in the cut-off point, trace the voltage/current characte-
ristics and rejuvenate each of the three cathodes independently.
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SPECIFICATIONS TA-903B
Selectable voltages 6.3V /1A max.
12V /0.5 A max.

-50 V and -70 V (cut-off)
-100 V to 0 V (G1 variable)
30 V to 300 V approx.

300 V to 600 V approx.
0to 1.6 mA

25 or 50 mA selecctable
70 s approx.

Manually

R, G, B selection

600 V approx.

Power supply
Mains voltage

220V AC £ 10 % / 50-60 Hz
Adaptable to 110-125 or 230-240 V

Consumption 3/5W

Mechanical features

Dimensions W. 420 x H. 340 x D. 145 mm
Weight 4.85 kg

Included accessories

Optional accessories

Instructions manual, spare fuse, 6
CRT adapter, adapter cable, anode
cable, adapter list.

Other adapter (see adapter list)

The TA-901 has been specially designed for the rejuvenation of

SPECIFICATIONS TA-901 ) ; .

S V1A V7 y CRT's in black and white and colour TV, monitors, etc. The user can
elegtable voltages 6.3 MEERE 0.5 A max. measure the emission current of each cathode (a selectable func-

G1 bias 0to -50 V, regulable

0't0 500 wA /0 to 2500 pA, selecta- tion), and can detect leakage and short-circuits. It comes with six

Sllie=ogleedle ble adapters and can thus be used with numerous tubes on the market.

Current 25 or 50 mA selectable
Rejuvenation Automatic. Start cycle manual
Cycle 70 s approx.

Colour tubes R, G, B selection

Leakage & shortcircuit Neon indicators

Power supply
Mains voltage

110-125-220-230-240VAC+10% /50-60 Hz

Consumption 30W
Mechanical features
Dimensions W. 212 x H. 102 x D. 241 mm

Weight 2 kg

Included accessories Instructions manual, spare fuse, 6
CRT adapter, adapter cable, adapter
list.

Other adapter (see adapter list)

Optional accessories

ACCESSORIES

Adapters

The TA-903B and the TA-901 include 6 adapters, which means it can
function with numerous tubes on the market. More adapters are
optionally available, as well as a list of cathode ray tube adapters for
PROMAX Analysers-Rejuvenators. All the cathode ray tubes familiar
to PROMAX are included on the list, with their respective filament
voltages and suitable adapters. It also provides guidelines for the
testing of a picture tube that does not appear on the list. This list is
periodically updated.




